
features
•	 CATLink	4-channel	Mic	/	Line	/	AES	/	DMX	adapter
•	 transmission	of	4	audio	signals	analog	(Line,	Mic,	48V)
•	 transmission	of	4	AES/EBU	audio	signals	digital	(4x	stereo	/	8x	audio)
•	 transmission	of	4	digital	control	signals	(DMX,	MIDI)
•	 ultra-compact	and	extremely	solid	aluminium	frame
•	 clear	channel	labeling	with	color	coding	and	laser	engraving
•	 flexible	cabling	over	80	cm	long	fanout
•	 for	network	cables	with	complete	shielding

CLTRS-MINI4
4 x TRS 3p male

CLDMX-MINI04
4 x XLR 5p female

CLDMX-MINI40
4 x XLR 5p male

CLTRS-MINI4
4 x TRS 3p male

CLAES-MINI22A
2 x XLR 3p male  
2 x XLR 3p female

CLAES-MINI40
4 x XLR 3p female

CLAES-MINI04
4 x XLR 3p male

CLAES-MINI22B
2 x XLR 3p female  
2 x XLR 3p male

CATLink	mini
4-channel	multicore	adapter
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shieldet	CAT	cable	
with	etherCON	or	RJ45	
connectors



features
•		CATLink	4-channel	Mic	/	Line	/	AES	/	DMX	stagebox
•		transmission	of	4	audio	signals	analog	(Line,	Mic,	48V)
•		transmission	of	4	AES/EBU	audio	signals	digital	(4x	stereo	/	8x	audio)
•		transmission	of	4	digital	control	signals	(DMX,	MIDI)
•		pairs	of	parallel	connected	XLR	sockets
•		simple	cascading	through	2x	etherCON	socket	(in/thru)
•		light,	sturdy	metal	housing	with	matt	black	powder	coating	and	laser	engravement
•		slip-proof	rubber	feet,	M-10	screw	thread	and	4x	holes	for	safety	lanyards
•		for	network	cables	with	complete	shielding

CLDMX44T
4 x XLR 5p female/male 

(parallel)

CLDMX44T-X53F
4 x XLR 5p/3p female 

(parallel)

shieldet	CAT	cable	
with	etherCON	or	RJ45	
connectors

CLAES44T	
4 x XLR 3p female/male  

(parallel)

CATLink	truss
4-channel	parallel	stagebox
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